
Hikvision DS-2CE71D0T-PIRLO 2 MP Indoor Fixed Turret Camera

Sale Price: 2800.0

PRODUCT ID: 03549

General

Dimensions Ø 109.8 mm × 89.75 mm (Ø 4.32″ × 3.53″ )

Weight 310 g (0.68 lb.)

Pan/Tilt/Rotation Pan: 0° to 360°,

Tilt: 0° to 75°,

Rotate: 0° to 360°

Operating Conditions -40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)

Power Supply 12 VDC ±25%

Power Consumption Max. 4 W

Camera

Image Sensor 2.0 megapixel progressive scan CMOS

Electronic Shutter Speed PAL: 1/25 s to 1/50, 000 s,NTSC: 1/30 s to 1/50, 000 s

Minimum Illumination Color: 0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR

IR Distance 20m

Lens

Lens Type 3.6 mm fixed focal lens

Mount Type M12

Angle of View Pan: 0° to 360°, Tilt: 0° to 75°, Rotate: 0° to 360°

Video

Resolution 1920 (H) × 1080 (V)

Frame Rate PAL: 1080p@25fps

NTSC: 1080p@30fps

Video Output 1 HD analog output
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Day/Night IR cut filter

Warranty

Warranty 01 year warranty

General
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